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Teletype Corporation 
Chicago, Illinois, U.S.A. 

Jr; ELE�TRONICS . 
TElEtYPE =Sales-Service-Paris 
PO �X 20101 El Sobrante, Ca. 

�. (510)222-3102 . 
__ rtty@pacbell.net 

INFORMATION Fffi 
THE 106994 A�ID �06995 SETS OF PARTS 

Specification s�5622 
Issue 1, Page 1 

December, 1949 

AS USED ON THE 89974 CA}A PULSINC� CONTACT ASSEMBLY 
OF THE PERFORATOR TRANSMITTER 

1. GENERAL �-,--� 
't� .... , ;. •', ·' .. •b····· ·• , , " , • ' a� In order to ove�corre breakage �;.J��e, f$4.9?.3 .and. 84�9�/t���d oper�i:hg 

spr:mgs, they are beJ.nr replaced by �'fie 120$94 �nd 120$l};'t'bne,;..piece springs 
respectively. 
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b. The 106994 set of parts consists of the following: 
i 

1 82547 Insulatd� 
2 83954 Bushing 
2 98832 Screw 4i40 x 11/16 Fit. Hd. 
1 112127 Cam Follower Hing9 
1 112128 Cam Follower)lf�er 
1 120595 Cam Follower (Lert) 

c. The 106995 set of parts is the I.·· ·. 1···.':: ne as ���
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94 set of parts except that th: 
120595 Cam Follower (Left) is repla. by a 120594 Cam Follower {Right). 

�d. i"m' part nwnbers referred to w�i�
,
� �are r!�AI:&aed in-llle from�ts!ng list 

refer to Teletype Perforator Transmitter Parts Bulletin. 

2. INSTALLATION 

For parts to be removed and added to the 89974 cam pulsing contact assembly 
see Fi rure l. 

3. ADJUSTMENTS 

For adjustments see Figures 2 and 3. 

4. LUBRICATICl'l 

See Figure 3. 

Printed in U.S.A. 
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REMOVE 84923 CONT.OPER. 
SPRING (ASSEM.l RIGH T 
ADD 120594 CAM FOLLOWER 

RIGH T 

REMOVE 84924 CON T .  OPER. 
SPRING (ASSEM.l LEFT 
ADD 120595 CAM FOLLOWER 

LEF T 
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TOP TERMINAL----------------------------------------� 

ADDII2128 CAM FOLLOWER RETAINER----------------------/ 

ADD 11212 7 CAM FO LLOWER HINGE --------------------------__/ 

FIGURE I 

REMOVE 86634 CONTACT 
S T IFFENER 

REMOVE 74952 S C R EW AND 

�----------l 
82444 BUSHING 
ADO 98832 SCREW AND 
83954 BUSHING 

REMOVE 41733 INSULATOR 
ADD 82547 INSUL A T O R  
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CAM PUlSING CONTACT ASSEMBLY ADJUSTMt.1\TTS 

(A) Contact Alignment 
Requirement 

Cam follower ride centrally 
on cam. 

Contact points in alig��ent. 
To adjust 

Loosen screws and shift 
contact assembly. 

Cam follower on 
high part of ca 

FIGURE 2 

B) Contact Clearance 
Requirement 

Min • •  010" 

Max • •  020" 

To adjust 
Bend lower spring. 

':! �: ::.::�·:. 



Remove filters if s o  equ ipped. 

Tens ion 
Requirement to separate contacts 

Min. 3-1/2 ozs. 
Max. 4-1/2 ozs. 
Contact surfaces must meet 

squ arely. 

To adjust 
Bend springs. 

Recheck Contact C learance, 
F igure 2. 

c�� Follower C learance 
Requ irement 

Lubrication 
One drop oil at spring hingv. 
Greas e at point of contact. 

Some clearance 
To adjus t 

Refine contact adjus tments. 
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FIGURE 3 
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