6-32 THD X 5/16 LONG

. 300 —
TYP ‘] 1

REVISIONS
ZONE LTR DESCRIPTION DATE | E.M.N.NO| DRATT | CHKD | APPD
. 7
X |EX® RELEASE 2274 eme |
Je.s ORIGINAL RELEASE PAfed ) |

[s T8
o-
o
QO
-
Ll
o =
n L
= N - e ELECTRICAL SPECIFICATIONS
in o~ 8 = . )
~ < 2 o 3 dB B.W.: 1.74365 Mc MAX
S N | ~1.74385 Mc  MIN
= = 70 dB B.W.: 1.73746 Mc MIN
(R > . 75000 Mc MAX
- = TOP VIEW SOURCE IMPEDANCE:1.2K 0 +10%
— " LOAD IMPEDANCE: 1.2K 0 +10%
= INSERTION LOSS: 6.0dB.  MAX
PEAK TO VALLEY RATI0:1dB MAX
TERMINALS STL WIRE .030 DIA FIG. II ENVI RONMENTAL REQUIREMENTS
OPERATING TEMPERATURE RANGE: 0°T0 50°C
MECHANICAL REQUIREMENTS
UNIT TO BE HERMETICALLY SEALED
=2 2 2 , DIMENS IONS: SEE FIG.TII
R R J= 1.2K | |N GRD GRD OUT FINISH: POWDER BLASTED NICKEL
o N R CON —o0 Q0 9 O MATERIAL: .030 BRASS
~ = = ??sza' BOONTON MARKING: BLACK EPOXY INK
L OR Ve 1 1k2 (SE) 91CA
N——— 18 EQUIV. [ l
g SR I I
o= o
'35 8 o< — =
N~
N CE TEST CIRCUIT
: — REQ'D| ITEM | - PART NUMBER DESCRIPTION SYM.
L e — - | Toss LIST OF MATERIAL
ot l CMR-41 1 e e i s w PN e THE TECHNICAL MATERIEL CORP.
e - ! CMR-1 I A R PATED FiRishEs [T DES: DATE MAMARONECK, NEW YORK
‘é ’ QTY / UNIT MODEL USED ON ASS'Y NO. - DECIMALS FRACTIONS |ELECT. DES. DATE
s APPLICATION XE0 S aass WWG FILTER, CRYSTAL
- XXX * .005 0° -30/ . . -
- CRDE |S401-308 MATERIAL U e U@ 1.743750 Mc BAND PASS
. THE mnu.ca'f'ﬂffz{ﬂﬁgﬁmﬁfﬁ'Xn'!‘afns';'r'ﬁpﬂﬁfafy"'r?gm_ in the material SEE NOTES SIZE | CODE IDENT. NO. | DWG NO. is/S.UE
o it S A k0 it no hren et | o B 82679 FX279 va,
[ permission from THE TECHNICAL MATERIEL CORPORATION to the user. This drawing is SEE NOTES
1 loaned for mutual assistance and is subject to recall at any time. | . SCALE — SHEET OF _l
T T " | y ¢ > 7




