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References: (1) MIL-E-16400D (NAVY) para 4.4.3

(2) SHIPS-C-4297

Production cont”ol inspection for thrity-two multicouplers shall include the

following tests

TMC
Subiect Reference Paragraph Specification
Weights and dimensions (1) L4e5.3 S10166-12
Supply line voltage and (1) Le5e S10166-13
freocuency
Heat test (1) Le5.6 510166-15
Power (1) L.5.10 S510166-19
Controls and control (1) Le5.13 510166-22
circuits
Reliability (1} u.s. amended by 51016626

In addition the following tests required by SHIPS-(C-42

Input @nd Output impedance (2)

by RCA Victor

8 (
3 para 3.4)
7 shall be included:

Se2.4 (amended S10166-2.
xl8.j.5l£;03 Dere

3.1)
Input filter (2) 3.3.1 (not reduired

as per RCA Victor 11815403 para 3.7)
Gein (for each output) (2) 3.3.2 €2.5, 8 S10166-4

16, 22 MHz
Overload (2) 34343 510166~5
Radiation (2 3e3els 510166-6
Cross-talk isolation (2) 34365 S10166-7
Spurious responses (2) 3.346 $10166-2
Noise figure (2) 36347 510166-9
Power input filter (2) 2.3.8 510166~1C
Phase shift (single coupler) (2) 3439 (not rec uired

@s per RCA Victor Al815403 para

3.8)
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OUTPUT MULTICOUPLERS

ERRATA

SPURIOUS RESPONSE - 510166-8

Reference (2) add "as amended by RCA Victor Al815403

para 3.9 "3.3.6 Spurious responses" line L, change 70 db

to read 65 db.
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TeST RESULTS

S101é4-2

S10166-L4

510166-5

51C166-6

S10166-7

510166-8

510166-~9

$10166-10

S10166-12

S10166-13

510166-15

S10166-19

510166-22

510166-26

) CUTPUT MULTICOUPLERS

Input and output Impedance:
1e5:1 VeS.WeRe meximum

Voltage gein:
Cverload:

Radi-tion:
55db attenuation minimum

Crosstalk isolation:
L0db attenuation minimum

Spurious responses:

Noise figure:
7db meximum

Power input filters:
L0db attenuation minimum

Weights and dimensions:
examination

Supply line voltage and frequency:
Limits: Voltage - lower 108 vclts
upper 122 volts
Frequency - lower 48 cycles
upper 62 cycles

Heat:
nc leakage

Power:
consumption
power factor

circuits:
examination

Controls and control

Reliabiiity:
Report attached
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