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APPROVED

PRODUCTTION TEST OF AX-546 USED TV KIT-215-216

TEST FAUTPMENT REMJTRED:

STANDARD STONAT, GENERATOR  TYPT 1001-A GENERATOR

HEWLETT PACKARD MODEL 410-8R  VTVM
CON-AVIONICS MODEIL W-32-3 0O, V, TN + 50-V, PYR <PpPLY
STMPSON YODEL 260 VOM

Ao PRETTMINARY CUECK

(1) TInspect unit for mechanical imperfection, correct placement
of parts and obvious wirine defects,

(2)  Check resistance between 24 V., tarminal and OGND-LIG: with
nositive probe connective to the GND lu~ and the neeative Prohe
to the 24 V, terminal the value should bhe--9,0K/0HNS.

(3) Reverse the positions of the »robes in Step #2. The readine
should now be 20, 7/0HMS,

3. SETTING UP FOR TEST

(1) On Power Supply “Model W-32-5 Set output econtrnl Full
counter clockwise, power switch in off nosition,

(2) Conncct Positive output of nower sunnlv ta 24 V, Terminal
on AX-516 and necative of nower sunly ta MDD Termina ]
torated ahnve 24 V| Terminal,

(37 Connect out™mt o sienal esenerator tn J-1 of AX-540.

(1) Turn on Model W-32-5 Power sunnly and adiust the outnat
contro! clockwise to nive 24 V. nutnat.

(5) With RF Prabe of VTVM across the ontmt of the Si~nal Genzrator;
Fee'd 1.0 M.C, intc the external 1-MC input Jack of AX-546, at
RMS Voltage show in the followine chart,
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CHECKED AUTOMATIC SYITCIL OVER FROM 1, “IC EXTERNAL STD
inifg APPROVED TO 1. OMC TNTERNAL STD.
CONTTNURD
- T
RMS  VOLTS N-1 (2N-1309) » ; ~ Relay
1.OMC-INPUT . -
}1:; - Ty : .C — .0 i

5 +0. 14V 20/MA +3.1-V 4,91 PULLS TV
12 +0.1V ‘ +17.V C1.2-MA 0 DROPS NUT
1.0 +0. 16V COAD/MA L #0L1Y S A4.5-MA ™

€. ALARM QHECK

(n
(2)

(3)

("

(5)

TROURLE SUOOTING

Usin~ the Simnson “fodel 260 set rance to RX1 scale and Zero.

Connect test nrobes between Terminals 9 and 10 of TR1, Readine
should be INFINTTY,

UUse the table in section RB-5,
(1) Readine will be Zero when the relay mills in,

Connect test probes between Terminals 3 and 9 nf T3-1, Readin~
shoulrd be Zero,

Readine will be infinity when the relay »ulls in,

(N

Jse chart in '"m-5' with CK-913 for servicine,
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AUTOMATIC SWITCHOVER FROM 1.0MHz
EXTERNAL STD. TO 1.0MHz INTERNAL STD.

EXT. STD. IN
RELAY ENERGIZED
CONTINUITY TERMINALS 9 & 10 of TB-1

EXT. STANDARD REMOVED
RELAY DE-ENERGIZED
CONTINUITY TERMINALS 8 & 9 of 1B-1
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